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Deep Bay Link –
Southern Section

The widening of Yuen Long Highway to incorporate an interchange at
Lam Tei is a major component of the Deep Bay Link Southern Section
contract. The reconstruction and widening of the 2 km section of Yuen
Long Highway stretches from Fu Tei E��F to Tan Kwai Tsuen E�� F.
The photo shows the early stage of road widening with temporary traffic
diversion arranged to facilitate the foundation works and the construction
of pier supports for the crossing sliproad

In some locations the widening of Yuen Long Highway
requires the construction of new retaining structure and
backfill afterward to form the new lane. The photo shows the
construction of a section of the strip footing for a new
retaining wall. The newly cut slope on the edge of the existing
highway was temporarily stabilized with ground anchors

The forming of Lam Tei
Interchange is another
major component of the
S o u t h e r n  S e c t i o n
C o n t r a c t .  T h e
interchange connects
Deep Bay Link to Route
3 in the east and Tuen
Mun Highway in the
west, via the Yuen Long
Highway. The photo
shows the forming of the
east and west-bound
slipways which connects
to the direction of Route
3 near Nai Wai E��F
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Erection of complicated falsework provision
prepares for the construction of the
slipways crossing-over Yuen long Highway.
Note also the temporary traffic diversion
arranged to facilitate the carrying out of the
construction works in various phases

A set of launching gantry
used to lift and erect the
precast segments for the
construction of the viaduct.
The section of 800 m-long
viaduct as shown in this
photo is the east-bound
carriageway finally joins the
Route 3 via Yuen Long
Highway
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The slip road inlet entering
Yuen Long Highway from
Lam Tei Interchange heading
to Fu Tei direction. The extra
lane and the road shoulder at
the left side of highway are
newly formed and re-aligned
using land-filling supported by
retaining structure during the
widening process

O v e r v i e w  o f  L a m  T e i
Interchanging merging into
Yuen Long Highway as
viewed from Fu Tei

Panoramic view of the
completed carriageway on
various deck locations at
Lam Tei  In terchange
before its handing over on
1 July 2007


